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ALL DRIVEWAYS THAT ARE TO BE RECONSTRUCTED SHALL BE PLACED IN KIND
I.E. ASPHALT FOR ASPHALT. CONCRETE FOR CONCRETE, AND AGGREGATE SURFACE NO SUE [NVESTIGATION
COURSE FOR DIRT DRIVES. DRIVEWAY RELGgATiONS ARE szagigw iﬁaﬁss'r?ﬁ BEST P — — UTILITY OWNERS SERYV I CE
AVAILABLE DATA. THE CONTRACTOR SHALL CONSTRUCT NEW DRIVEWAYS TO MATCH
THE ACTUAL FIELD LOCATION OF EXISTING DRIVEWAYS OR AS LOCATED IN THE PLANS. Cg) D A
RESIDENT IAL DRIVES SHALL BE 14 FEET WIDE AT THE THROAT UNLESS NOTED OTHER- ]
wrsg IN THE PLANS. COMMERC/AéOD%VES SéHAf;{i 85@5?: FEE? ?EDE”P%NLESSF}/;CO)LED YL | q ® TELEPHONE / TELECOMMUN ] CAT 1ONS
OTHERWISE IN THE PLANS. THE CONTRACTOR SHALL AN THE APPROVAL i D = _
THE ENGINEER PRIOR TO MAKING ANY REVISIONS TQ LOCATION, WIDTH, AND/OR |Mﬁuﬂnﬁu@g Protecion Center, Ine f//? [. AT&T
NUMBER GFTDRIVES TO BE CONSTRU%TEng REQU?ﬁgg gﬁ/vgwgy EéSEM%NTS NOT ] 7 ~
SHOWN ON THE PLANS SHALL BE ACQUIRED. DRIVES SHALL BE CONSTRUCTED USING: _
N elom 2. COWETA-FAYETTE EMC FLECTRIC
ASPHALT - ASPg gomgg AE'GS?? ggggﬁpévg (165 LF/SY) i —— ]
GRADED A A 6" dlllbeto !
CONCRETE - RESIDENTIAL - DRIVEWAY CONCRETE, 6% THICK 3. CHARTER COMMUNICATIONS CABLE
DRIVES SHALL BE PAVED TO THE R/W LINE OR TIE-IN POINT, WHICHEVER IS FURTHUR.
4. COWETA COUNTY WATER WATER
A NOI IS REQUIRED FOR THIS PROJECT. _
4. SEVERAL RESIDENCES ARE LOCATED VERY CLOSE TO THE CONSTRUCTION LIMITS OF THIS PROJECT. VIBRATIONS FROM ' :
CONSTRUCTION MAY CAUSE SOME CONCERN WITH PROPERTY CENERS. WE RECOMUEND THAT THE PROJECT ENGINEER 5. NEWNAN UTTLITIES WATER & ELECTRIC
CONTACT THE GEQTECHNICAL ENGINEERING BUREAL PRIOR TO CONSTRUCTION TO EVALUATE THE NEED FOR CRACK
SALVAGE OF EXISTING BRIDGE MATERIAL - ALL EXISTING STEFL BEAMS ARE TO BE SALVAGED FOR USE :
BY COWETA COUNTY, NOTIFY COWETA COUNTY PUBLIC WORKS [/RECTOR. B/LL CAWTHORNE,
AT (770) 252-0794 TWO WEEKS PRIOR TO REMOVAL FOR PICK UP COORDINATION WITH COWETA COUNTY.
THERE 1S NO SUITABLE PLACE TO BURY THE EXISTING BRIDGE / CONSTRUCTION DEBRIS WITHIN
THE PROJECT LIMITS. THE CONTRACTOR SHAL. PROVIDE AN ENVIRONMENTALLY APPROVED SITE TO PIPE CULVERT MATERITAL ALTERNATES
DISPOSE OF THE EXISTING BRIDGE / CONSTRUCTION DEBRIS AT NO ADDITIONAL COST TO THE DEPARTMENT. FOR PlEDMONT/BLUE R 1DGE REGION
THE CONTRACTOR SHALL BE RESPONSIBLE FOR ACQUIRING AND FURNISHING HIS OWN BORROW / WASTE
PITS FOR THIS PROJECT AT NO ADDITIONAL COST TO THE DEFARTMENT. FURTHERMORE. THE
CONTRACTOR WILL NOTIFY THE DISTRICT MATERIALS ENGINEER A MINIMUM OF 6 WEEKS PRIOR TO
ANY LAND DISTURBING ACTIVITIES ON THE SORROW / WASTE PIT S/TE TO ALLOW AMPLE TIME FOR A CORAU-
MATERIALS INVESTIGATION AND AN ENVIRONHENTAL EVALUATION. . i
ALL BORROW AND WASTE SITES FOR THIS PROJECT SHALL BE ENViRONMENTALLY APPOVED PRIOR - O P o r | ALUMINuN PLASTIC
TO CONSTRUCTION ACTIVITIES. ALL COMYON FiLL OR EXCESS MATERIAL DISPOSED OUTS/DE ‘ AASHTO
THE PROJECT RIGHT OF WAY SHALL BE PLACED IN E/THER A PERMITTED SOLID WASTE FACILITY, N Y196
A PERMITTED INERT WASTE LANDFILL OR N A ENGINEERED FILL. PE OF PIPE c
THE CONTRACTOR SHALL NOTIFY WAYNE KEWNEDY. COUNTY EKGIKFER. 706-683-2300. TWO WEEKS PRIOR INST ALLAT ION R CORR.FOLY- | POLY VINYL
TO CLOSING LOWER FAYETTEVILLE ROAD IN ORDER TO ALLOW TIME FOR THE COUNTY TO NOTIFY THE £ ALUMINUM - - fa%ff’ FTHYLENE | CHLORIDE
SCHOOL BOARD. COATED / - SMOOTHED (PVC)
T (TYPE 2) - ggz . i’}fﬁi’fﬁ Ez:gég {éﬁ LINED PROFILE
E CORR. AASHTO WALL
STEEL M-252 1294 AASHTO
TYPE *S* M-304
LONGITUDINAL
INTERSTATE AND ><
TRAVEL BEARING
LONGITUDINAL NON- ’ \
s | INTERSTATE AND NON- >< >< /,< >< ><
. TRAVEL BEARING ﬁ
/. WHERE THE EMBANKMENT 1S TO BE PLACED 0 ADT < 250 X
ON A HILLSIDE OR ANOTHER EXISTING R|c
T EMBANKMENT HAVING A SLOPE OF 3 TO | OR y
8 HAX. STEEPER. THE FOUNDATION MUST BE BENCHED R erADE
4 WAX. -~ WHILE THE EMBANKMENT 1S BEING MADE. 0| ¢ oy | 250 < AT < - ><
V (SEE DIAGRAM AT LEFT.) pls|™ ) 1500
2. THE DIAGRAM SHOWS THAT BEFORE LAYER "A” plS |
IS PLACED THE FIRST STEP /S TO (/) CUT ADT > 1500
INTO THE SLOPE A MAXIMUM DISTANCE OF Al
ABOUT 8 FEET (ABOUT % THE WIDTH OF THE /
TYPICAL D-8 BULDOZER BLADE). VIR
A SUCCESSIVE LAYERS B, C. AND D p ADT < 250 >< >< ><
47 MAY ARE THEN PLACED BEFORE LAYER "E" IS PLACED, GRADE
THE SECOND STEP 1S CUT 8 FEET INTO THE SLOPE S 10
v AND SUCCESSIVE LAYERS ARE AGAIN PLACED. N ‘
IF IT IS ANTICIPATED THAT THE VERTICAL PART ADT > 250
OF THE STEP WILL EXCEED 4 FEET
STEP 3 N IF A 8 FEET HORIZONTAL CUT 1S MADE, THEN :
THE ACTUAL CUT STOPS WHEN THE VERT/CAL PART SIDE DRAIN
REACHES A MAXIMUM OF 4 FEET ALLOWING - \ \
THE HORIZONTAL DISTANCE TO VARY.
STEP 2 —» 3. THE PROCESS OF BENCHING 1S CONSIDERED N/ ><
INCIDENTAL TO THE ITEM OF UNCLASS/FIED PERMANENT SLOPE DRAIN >< >< >< VAN
EXCAVATION AND BORROW OR GRADING COMPLETE
/N CONSTRUCTION OF THE EBANKMENT AND NO \ / \ \/
ADDITIONAL MEASUREMENT OF QUANTITY OR PERFORATED UNDERDRAIN >< < >\ < A
STEP PAYMENT W/ILL BE MADE FOR BENCHING. / /
NOTE ;
85 MAXD 8" WAK.
IO I . ALLOWABLE MATERIALS ARE INDICATED BY AN “X".
" 2. STRUCTURAL REQUIREMENTS OF STORM DRAIN PIPE WILL BE IN ACCORDANCE WITH GEORG!A STANDARD
BENCHING DETAL! 1030-D OR 1030-P, WHICHEVER 1S APPLICABLE, AND THE STANDARD SPECIFICATIONS.
o N 3. THE CONTRACTOR SHALL PROVIDE ADDITIONAL STORM SEWER CAPACITY CALCULATIONS [F A PIPE
Rovleod 9/29/08 VO SCALE MATERIAL OTHER THAN CONCRETE IS SELECTED.
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